
All dimensions are imperial unless stated.

T1 T2 B1 L1 O/L A/F
13309 1/8 1/8 0.187 0.44 1.04 0.6
13310 1/8 1/4 0.137 0.44 1.04 19mm
13311 1/8 3/8 0.187 0.44 1.06 0.92
13312 1/4 1/8 0.185 0.45 1.05 19mm
13300 1/4 1/4 0.185 0.45 1.05 19mm
13304 1/4 3/8 0.185 0.45 1.07 22mm
13307 1/4 1/2 0.185 0.45 1.275 27mm
13313 3/8 1/8 0.312 0.52 1.12 22mm
13308 3/8 1/4 0.312 0.52 1.12 22mm
13301 3/8 3/8 0.312 0.52 1.14 22mm
13303 3/8 1/2 0.312 0.52 1.345 27mm
13305 1/2 1/4 0.437 0.6 1.2 27mm
13306 1/2 3/8 0.437 0.6 1.26 27mm
13302 1/2 1/2 0.5 0.6 1.36 27mm
13314 1/2 3/4 0.437 0.6 1.6 32mm
13315 1/2 1 0.5 0.6 1.65 1.67
13316 3/4 1/2 0.659 0.75 1.575 32mm
13321 3/4 3/4 0.659 0.75 1.75 32mm
13318 3/4 1 0.718 0.75 1.81 41mm
13317 1 3/4 0.875 0.8 1.8 41mm
13319 1 1 0.875 0.8 1.85 41mm
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A/F dimensions are imperial unless stated.

T1 T2 B1 L1 O/L A/F
13309 1/8 1/8 4.75 11.18 26.42 0.6
13310 1/8 1/4 3.48 11.18 26.42 19mm
13311 1/8 3/8 4.75 11.18 26.92 0.92
13312 1/4 1/8 4.7 11.43 26.67 19mm
13300 1/4 1/4 4.7 11.43 26.67 19mm
13304 1/4 3/8 4.7 11.43 27.18 22mm
13307 1/4 1/2 4.7 11.43 32.39 27mm
13313 3/8 1/8 7.92 13.21 28.45 22mm
13308 3/8 1/4 7.92 13.21 28.45 22mm
13301 3/8 3/8 7.92 13.21 28.96 22mm
13303 3/8 1/2 7.92 13.21 34.16 27mm
13305 1/2 1/4 11.1 15.24 30.48 27mm
13306 1/2 3/8 11.1 15.24 32 27mm
13302 1/2 1/2 12.7 15.24 34.54 27mm
13314 1/2 3/4 11.1 15.24 40.64 32mm
13315 1/2 1 12.7 15.24 41.91 1.67
13316 3/4 1/2 16.74 19.05 40.01 32mm
13321 3/4 3/4 16.74 19.05 44.45 32mm
13318 3/4 1 18.24 19.05 45.97 41mm
13317 1 3/4 22.23 20.32 45.72 41mm
13319 1 1 22.23 20.32 46.99 41mm
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